MICROBOARDS

Technology

CX-1 Disc Publisher

For Microsoft Windows® 2000 & XP

Users Manual

Microboards Technology LLC Version 1.00



2 e Introduction



MICROBOARDS TECHNOLOGY, LLC CX-1 DISC PUBLISHER

TABLE OF CONTENTS

LN IO 1 L O I 1 ]\ R 5
VY T ST 1N o1 0] o] = o TSRO 5
SYSTEM REQUIREMENTS ..uuttttttiieeiiiitttteette et seiistbesteessssiistsssssssssssastsssssssesssasssssssssesssassssssssessssssstssssssssssissssssseesessinssssssesesns 6

ASSEMBLY AND INSTALLATION ..ttt sttt ettt e et e ettt e e s ettt e e saate e e s sabe e e s st besesasbaeeesbeeessabbeeesasseeessarens 6
ASSEMBLY INSTRUCTIONS ....veiiiiteeeeiitteeesiteeeseteeessesessesssseseaassesssssssesaassesesassessssssesesasseseaassssesssesesasssesssassessssrenesansensesns 6

(O I TS ol o U] o] L 4 ANEY=T 1 o) PSS 6
FRONT PANEL INDICATORS AND BUTTONS ......ciiiiitttiitieeiiiiitieetee e e ssiibbeeeeesesssiabbsseeeeesssasbbbaeessesssabbsbasssesssasssbbaseseessasssrenes 7
IO 011N LT B <10 T 7
INSTALLING INK CARTRIDGES ......cciieittttittieeiiiiitttttsesssaisstettsesssasstsesssasssasiatsastsasssssastbasssasssssassbesssasessiasbbabesesesssasbbesaeesessns 8

R0 o] ofo] g Gl B 01 QO Tt g o [0TSRSO 8

Loading / RepIacing INK CAItrIAQES ........ooueiuiiiiiiieieiee ettt ettt bbbt bttt ne e et e b b e 8

Replacing EMPLY INK CartliOgeS. ... .c.ueeiieite ittt e bbbt bbbt e e e e sbeeb e s b e e bt e b e et e nbe e sbenee e 9
CX-1 DISC PUBLISHER INSTALLATION ...tttttttttetiiiittttetstessiaissssesssesssaissssssssesssaisssssssssssaisssssssssssssisssssssessessisssssseessssinnes 10
670] ] N ={ox N ] N e [0 17N = GOt 10
WVINDOWS XP ..ottt e e s s et e e e e e s s e bbb e e e e e e e s e s ab b b e e e e e e e e s sab b b e beeeeeessaa b b e be e e e e e s s st bbb e eeseessaa bbb baeeseesseabtbeees 11

PRINTING PREFERENGCES ...... ..ottt ettt ettt e ettt e e s ettt e e s eatee e s s abte e s s ebba e e s aabessssabaeesabbesssabeassssabenessbbaeesans 13

YN O LU 7V 20 I = SRS 13
Printing RECOMMENUALIONS.......ecviireeieice ettt et e e e et e be s ae et e e seesae e e beseeseeereaneeneeseeneneenrennes 13
Print QUality AQVANCEU FEALIUIES ........cveuiiiiieiiitiiiei ettt ettt b bbbt b bt b et b et bt nn e b e s 13
Print QUAlity AQVANCEU FALIUIES ...........iiitiieiiitiriei ettt ettt b et bbbt bbbt bt bbbt e b nnenes 14

(G700 ] = - = TSR 14
(07e] (o] g @] o] 1o 41TV S PRI 14
(Ofe] (o] g N Lo [V =TT W O] (o] g o Lot SOV ROSUPTPRRR 14

DIAMETER SETTINGS TAB ....iiiitttiiiiiiiiiiiititti e e e e e sttt b et e s e s s s abb bt et e s asssasab b b e sesassss s bbb bbsseeessss bbb baeeseessasbbabasssesssesabbbaneeessssssse 15

T S I = TSP 15

F NI T N = N I = PR 15

PN =T LU 1 1Y = SRR 16

THE MICROBOARDS PRINTER TOOLBOX ...ttt ettt sttt s vttt e s s sttt s s s estaa s saba s e s s bba e s ssaan e s sares 16
LTI =7 1N 16
oS NI O I 1=y (0] 16
AUTOMATIC MARGIN CALIBRATION ..uuttttiiiieeiieitttitteesssaissteetsesssesissssstsessssisssssssessssissssesssssessisssssssssesssosissresssesssossssresses 17
g L N IS I TR 17
= Lo 1S = = = TR 17

USING SURETHING DISC LABELER ...ttt ettt et e s s eatea e stbee e e asbae s s snbaee e s sabenesabaeeeanns 17

Creating NEW LADEIS ..ottt bt bbbt et e b e b e bt b e e bt e b e eb e e b e e b e sbeeb e e e enbeneesbenre e 17

LTI Lo =] SRS 17

THE CX-1 DISC PUBLISHER AND ZULUZ.......ooi oottt ettt ettt e ettt ettt a s sttt s e sttt e s st e e s stb e e e santaneesarees 18
ZULUZ AND PRINT ONLY IMODE ... uutttiiiiiiiiiiititiiet et seiitbte e e st iibb et e e e s s e sabb b e e e s e e e s s sbb b aa e e e e e e s sab bbb e ee s e e s s bbb bbeeeeesssaabbbbeeeseesas 20
ZULUZ ROBOTICS UTILITIES . ..citttie ittt et ittt e eette e e staeeesetbeeesestessasabasasaesbessaassessesabaseesssbessaassesssssbeeeesssaesesasaessssssenesansresesnn 20

Enable Configure DIAI0Q. ........cviiiieieiie sttt et te s ae et e nees e e et et sne e e e Reen e e e e renrenrennes 20

(T of 7= 2 L 20

(a1 LoT= (o B g TS B L V=TT 20

SOFTWARE RE-INSTALLATION ..ottt ettt sttt ettt e s s ettt e s sab e e e s s bt e e s sbae e s s sbbesessabaessasbaesesabenesssrbaneas 21
TOOLBOX RE-INSTALLATION ..eiiiiiiettttittteetiettttttesesssasastesssesssassssteessasssasssbesssasssssasssesssassssssssssssesssssassresssssesssassressessesss 21
ZULUZ SOFTWARE RE-INSTALLATION ...ttt ttiitttttittt e e s ieitttbtet s e e s sesabtbasssesssesabbbasssasssssbbbaaasasesssaabbasseesesssabbbabaeesesssasbbbbaeesassas 21
SURETHING LABELER SOFTWARE RE-INSTALLATION ..uuttiiiiieiiiiittiiieessseistbertsesssssiasbssssessssssssssssssssssssssssssssessssssssssssesns 22

RSO0 =TI ] 1 I I 11 23
PRINTER NOT PRINTING 1tttieiiiiiuttttteeeteiiitteseessessiaissssssssesssasssssssssssssasssssssssssssisstsssssssessiosssssssssesssnmsssssssesssnissssssseessssinssns 23
DISK LOAD ERROR.....uuuttiiiieiiiiiuttetteeessiiitsssesssessiatssssessesssasssssasssesssassssbesssessssiestsssssssesssassssssssesssnssssesssesssasssbesssessssinses 23
OUT OF MEDIA INDICATOR ON FRONT PRINTER PANEL ....cciiiittiiiiie it iciitii e eeiit et e s s e iitbae e s s s s s sabbaaa e s s e s s saabbanseesssssannes 23
GAPS OR OVERLAP IN INK COVERAGE. .....cceitttiiititeee e ittt e eetee e s steeesstaeeesastsaessabeeesasbaesessseaesssbeeesasbeesesbeeeessbbeeesastessesasees 23
PRINTING OFF THE PRINTABLE SURFACE ... vtiiiiititieitteeesitteeesetee s s sesaeaessabesesastesessassssessssesesasssesssassessssnsesesasbsesesassessssssens 23
“NO PRINTERS CONNECTED” IMESSAGE ... .vvvviiiieiiiiititiiittesssestatteesseessasabesesesasssasastbastsasssasbbbasesasssesisbbasssasesssssbbasssesssssssres 23
LOW INK MV ARNING ....ttvttitiee s ieittteet e e e e e e sttt ett e e e e e s sttt eeeseessassbe b e eeseessasabebe e e seeesesasb b e besesesssasbbeaeeeseessasabebeessesssesabbbanesassssssre 24
OUT OF INK IMIESSAGE ....vvviiiiiiiiietietiiee e e s set bttt e e s e e st et btb e et s e e s s asb b et eeeseessasabe b e eeseessasab e beeesaeesesab e beaeseeesesabbbebesesssssabbbaaesassssssre 24

PRINTING SPECIFICATIONS ...ttt ettt e e e et e e e et e e e et e e e e sbae e e sbbe e e sabtesesssbeeesasbbesssasaesessnbenesabeeeennns 25

TECHNICAL SUPPORT ..ottt ettt e ettt e e e et e e s e st e e e s b e e e e asbeeeeasbaeeesabeeeeaabbeeesasteeessabeeeeaabbeeeaasteseesarens 26




4 e Introduction
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Introduction

The Microboards CX-1 Disc Publisher is a single drive, 100 disc capacity print and record system. The CX-1
combines industrial strength printing and recording into a single, easy to use duplicator. The system includes
one 18x DVD recorder. Microboards and HP co-developed the printer technology, allowing up to 4800 x 1200
dpi printing. The Prassi Zulu 2 software is a dynamic interface for both beginners and power users to easily
record DVD Video, DVD data, Audio CD’s, Data CD’s, Video CD’s and much more.

Other features include:
e Asynchronous print and record function
Creation of audio CD’s from MP3, wma or wave files
Full support for CD Text, Pre-Gap, UPC and ISRC
Batch mode, allowing up to 8 different masters to be used at a time.
Multi-borders support.
Integrated print function with prn or SureThing print files.

Fully Integrated Automation

Microboards combined our patented auto-loading system with HP's proven inkjet printer technology to give
users the highest output possible, both in image resolution and print speed. Since the CX-1 Disc Publisher is
an auto-loading printer, no calibration of robotics or manual feeding of discs is required. The CX-1 Disc
Publisher connects by a single USB 2.0 interface to your computer.

Flexibility and Speed for Any Application

While the CX-1 Disc Publisher was designed to fill a need in the high-volume arena, it also has the ability to
print at 4800 x 1200 dpi on both DVD and CD media. With the included design software, users can enjoy its
benefits whether making a few discs or a few hundred.

What's Included

When unpacking your CX-1 Disc Publisher system, the following items should be included:

e CX-1 Disc Publisher e 100 disc output assembly
e CX-1 Disc Publisher Quick Start e Microboards CX-1 Disc Publisher
Guide Install CD (Includes Windows

2000/XP drivers, Printer Toolbox,

U M [ (This d t . A
* sers Manual (This document) Zulu2 Disc Publishing Software, and

e Power Cord SureThing Label software)

e USB 2.0 Printer Cable e 1V102C Tri-color ink cartridge
e Blank Printable CD’s e 1V101B Black ink cartridge

e 3 Input Bin rods e Print Sample

If any of these items are missing, please contact your distributor or Microboards Technology
Technical Support department at 952-556-1639.

The CX-1 Disc Publisher installation disc includes
an Installer that will walk you through the process
step by step. Please perform the installation in
order as specified in the Installer before connecting
to a computer.




System Requirements

The Microboards CX-1 Disc Publisher has the following minimum requirements and compatibilities:
Supported Operating Systems

Microsoft Windows 2000 with SP4 or Windows XP with SP2.

Processor

Pentium 4 (or equivalent) CPU, running at 2.0 GHz or faster.

System Memory

Minimum 512 MB of system memory.

Hard Drive Space

Approximately 40MB of free space is required for the applications and drivers. For storing disc
images, temporary space is needed for the full disc dimension. That could be up to about 800MB for
CD or about 5 GB for DVD.

A separate internal 7200 RPM hard drive is recommended for storing your data. Using the same
hard drive as the operating system can cause the system to perform slowly.

USB Connection
USB 2.0 is required.

Assembly and Installation

Assembly Instructions

CX-1 Disc Publisher Assembly

Remove the CX-1 Disc Publisher system from the shipping box and confirm you received all of the
items.

Place the CX-1 Disc Publisher on a stable, flat surface. You will need
room both in front and behind the system, as discs will be accessed
from both locations.

Install the 2 long input bin posts into the input hopper by screwing them
down onto the screw mounts on the left side of the input hopper. Install
the wide post on the right side of the input hopper.

Install the output bin:

Align the two holes in the output bin with the holes on the Front of the printer (numbers 1 and 2).
Secure the output bin with the two thumb screws.
The output bin should now be securely in place.
Next, slide in the 100 disc output spindle into place.

The Output Bin is designed to hang over the front edge of your
work surface.

Plug in the PF-3 Print Factory with the AC power cord provided.

Turn on the PF-3 using the switch on the back of the unit.
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Front Panel Indicators and Buttons

Out of Ink LED

Cancel | x | @ Out of Media

Indicator

Power Button Power On LED

o0 Power Button — The Power button turns the CX-1 Disc Publisher on and off. It may take a
few seconds for the CX-1 Disc Publisher to turn on after you press the Power button

NOTE: The AC power switch located on the back of the CX-1 Disc Publisher must
be turned on first in order to supply power to the Front Panel.

Power On LED — This LED will show green when the power to the printer is on.
Cancel Button — Pressing the Cancel button cancels the current print job.

Out of Media Indicator Button — Pressing this button will clear any media feed issues. This
button has an LED that will flash amber when a media feed issue is occurring.

0 Out of Ink LED — This LED will be on if the cartridges are missing or if there is an issue with
either of the cartridges.

Loading Discs

The system will accept CD or DVD 120 mm (12 cm) inkjet printable discs. If the disc does not have
an inkjet printable surface, the ink will not adhere to the surface of the disc. The CX-1 Disc Publisher
will only accept 12 cm discs. Business card or 8 cm discs are not supported by this system.

Figure 1 Figure 2
Load the first 5 or 6 discs flat, as seen in figure 1.
Load the rest of the discs at an angle, against the wide input rod, as seen in figure 2.

The CX-1 Disc Publisher will hold a maximum of 100 discs. DO NOT load more than 100 discs in the
system, as this may cause the discs to load incorrectly.




Installing Ink Cartridges
Supported Ink Cartridges

The CX-1 Disc Publisher uses 1 tri-color ink cartridge and 1 black ink cartridge. The part numbers for
these cartridges are V102C (color) and V101B (black). If other cartridges are installed, the CX-1 Disc
Publisher will not function. These cartridges are available from any Microboards reseller.

Refill kits or non-Microboards ink cartridges are not recommended for use in the CX-1 Disc
Publisher system. Use of non-Microboards cartridges will cause the printer to fail. Use of
refilled cartridges may cause the CX-1 Disc Publisher to fail and may affect your warranty.

Loading / Replacing Ink Cartridges

Cartridges can be changed while the CX-1 Disc Publisher is on. The Out of Ink LED will light if any
cartridge is beginning to run low on ink.

With the printer on, open the front cover and wait for the print carriage to move to the center
of the printer.

Lift the cartridge latch by lifting the center of the front of the latch.

If replacing an empty ink cartridge, remove the cartridge that needs changing by sliding the
cartridge forward.

Remove each new print cartridge to be installed from its packaging.
Remove the protective covering from the printheads before installing the cartridges.
Slide the correct ink cartridge into the correct slot — color on the left, black on the right.

Lower the cartridge latch until it locks into place by applying pressure to the finger
depression.

Close the front cover.

Wait for the cartridge priming cycle to complete before sending any print jobs to the printer.
The priming cycle will take approximately 70-80 seconds.

Any time you change ink cartridges, you should always wait until the printer has primed the
cartridges before sending it a print job. The priming cycle will take 70-80 seconds to complete
after the door is closed.

Inserting or Removing a Cartridge Lowering the Cartridge Latch
After lifting the cartridge latch, The latch on the right in is the
slide the cartridge back to insert, correct position. The left latch is
or forward to remove. being closed.
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Replacing Empty Ink Cartridges

The CX-1 Disc Publisher will notify you when either cartridge is completely empty. Since the current
print job will be cancelled at that point, it is strongly recommended that you replace the cartridges
when you are notified that they are low rather than waiting until they are empty.

Since the CX-1 Disc Publisher is designed for unattended operation, however, this may not always be
possible. If you see the Out of Ink message on your PC, please perform these steps:

1. Open the front door of the CX-1 Disc Publisher.
When the carriage moves to center, remove the ink cartridge specified in the message.
Replace the cartridge and close the front door.

Press the Cancel button on the front printer control panel.

Wait for the printer to prime the cartridge. The priming cycle will
take approximately 70-80 seconds to complete. Do not perform the
next step until the priming cycle completes.

6. After the disc ejects, click the OK button on the Out of Ink message.

ok~ N

7. If this occurs during a Zulu2 action and the x|
cartridge is not replaced immediately, you
will see the message shown to the rlght The system has timed out waiting For the belt ta became free,

Flease, remove any disk{s) from the belts and choose OK to continue,
I wou wish to end this job, click CANCEL

Click the OK button on that message to
continue with the Zulu2 action.

Cancel

Any time you change ink cartridges, you should always wait until the printer has primed the
cartridges before sending it a print job. The priming cycle will take 70-80 seconds to complete
after the door is closed.




CX-1 Disc Publisher Installation

The CX-1 Disc Publisher installation disk includes an Installer that will walk
you through the process step by step. Please use the Installer and follow the
installation steps in order.

The following installation sections are intended only as a reference for the installation process, not as

a guide to installing the CX-1 Disc Publisher. Performing the installation out of order could result in
an unsuccessful installation.

The CX-1 Disc Publisher Installation Quick Reference Guide will show you the order in which the
installation will occur.

Microboards CX-1 Disc Publisher

MICROBOARDS®

Technology

Welcome to the Microboards CX-1 Installer.

The InstallShield® Wizard will help you install your
CX-1 on your computer.

Included in the installation are the
Microboards CX-1 Printer Toolbox,
Prassi Zulu2 Publishing Software,
and
SureThing Label Designer.

To continue, click Next.

Cancel

Connecting to a PC

DO NOT CONNECT YOUR CX-1 DISC PUBLISHER TO A COMPUTER BEFORE
RUNNING THE INSTALLER LOCATED ON THE INSTALLATION DISK!!

The connection between the PC and the Microboards CX-1 Disc Publisher is done with one USB
cable.

1. Confirm that the AC power cord to the back of the PF-3 Print Factory is connected and that the
switch in the back is ON.

2. Confirm that your PC is powered on.
3. Connect the square shaped end of the USB cable to the back of the CX-1 Disc Publisher.

gc?unrnsgt the flat, rectangular end of the USB cable into a USB 2.0 port in ,/’{;\\J
' / \g\%
.' & N
SN
G
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CX-1 DISC PUBLISHER

Windows XP

The Windows Found New Hardware Wizard will appear during any installation, including when using
the Installer. Please follow all directions in the order in which they appear when using the Installer.

Turn on power to the CX-1 Disc Publisher.
Turn on power to the PC.

Windows will now boot up and Windows XP will start stating that

new hardware is found, much like this screen:

Insert the Microboards CX-1 Disc Publisher CD into a drive in your

1) Found New Hardware E
USE <-2 Setial

B30 AWHYT 15t

computer. Follow the instructions provided by the installer.
Connect the CX-1 Disc Publisher to the PC only when you are prompted to.

The operating system will next display the following windows:

Found New Hardware Wizard

Welcome to the Found New
\Q\ Hardware Wizard
Windows will search for cunent and updated saftware by

looking on your computer, on the hardware installation CO, or on
the Windaws Update Web site [with your permissian).

Bead ou privacy policy

Can Windows connect ta Windows Update ta search far
software?

0 Yes, this time only

very time | connect a device

Click Next to cortinue.

< Back I Hext > I Cancel |

1. Select No, not this time and click Next.
The following screen will appear:

Found New Hardware Wizard

This wizard helps pou install software far;

USB <-» Serial

() 1F your came with an i ion CD
“SE2 or floppy disk. insert it now.

= lirtall the software automatically [Recommended}

 Install from a list or specific lacation [Advanced)

Click Mext to continue.

< Back I Mext > I Cancel |

2. Click the Next button and the files will
be copied from the CD.

Found New Hardware Wizard

This wizard helps you install software far;

USB <-» Serial

(*) IF your hardware came with an installation CD
S o Hloppy disk. insert it now.

‘what do you want the wizard ta do?

@ fnstall the software automatically (Fecommendedi

" Install from a list or gpecific location [Advanced)

Click Next to continue.

< Back I Mext > I Cancel |

What do you want the wizard to do? —

3. Click the Next button and the files will
be copied from the CD.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

5

The wizard has finished instaling the software for:

; USE Serial Corverter

Click Finish to close the wizard,

<Back | Finish T Cance

4. Click Finish.
(Continued on next page)
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5. The following screen will appear:

Found New Hardware Wizard

Welcome to the Found New
S W Hardware Wizard
N

Windows will search for current and updated software by
loaking on yaur computer, on the hardware installation CD, or on
the ‘Windows Update Web site [with your permissian).

Fiead our privacy policy

Can Windows connect to Windows Update to search for
software?

 *es, this time orly

€ *res, now and every time | connect a device

Click Mext to continue.

< Back I Hext > I Cancel |

6. Select No, not this time and click Next.

Found New Hardware Wizard

] This wizard helps you instal soitwars for

USB Serial Port

j If your hard came with an i ion CD
<3 or Hloppy disk. insert it now.

What da you want the wizard ta da?

@ install the software automatically [Recommended]

" Install from a list or specific location [Advanced]

Click. Next to continue.

< Back Mext > Cancel

7. Click Next.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

S

The wizard has finithed installing the software far:

3 USE Serial Part

Click Finish to close the wizard.

< Back Cance| |

8. Click Finish for the next screen.

Found New Hardware Wizard

Welcome to the Found New
:@ Hardware Wizard

Windows will search far current and updated software by
looking on your computer, an the hardware installation CD. ar on
the Windows Update Web site [with your pemission),

Read our privacy policy

Can Windows connect ta Windows Update to search far
software?

0 Yes, this time only

7 Yes, now and every time | connect a device

Click Next o continue.

< Back I Mext > I Cancel

9. Select No, not this time and click Next.

Found New Hardware Wizard

This wizard helps you install software for:

Microboards FF-3

{2} 1 your came with an i ion £
< or floppy disk. insert it now.

‘what do pou want the wizard to do’?

" Instal irom a lst or specific location [Advarced)

Click Next to cantinue.

< Back I Mext > I Cancel

10. Click Next.

] ! The zoftware you are installing for thiz hardware:

Frinters

hasz naot paszed Windows Logo testing to verify its compatibility

with ‘Windows %P, [Tell me why this testing iz important. |

llation of this sof may impair
I t operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
tact the hard: vendor for sof that has
paszed Windows Logo testing.

LContinue Anyway I STOP Installation

11. Click Continue Anyway.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
The wizard has finished installing the software for:

Micioboards PF-3

Click Finish tor close the wizard,

ZBck Cancel

12. Click Finish to complete the
installation.

12
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Printing Preferences

Access the Printing Preferences by clicking the Start Button on your Windows computer. Select
Settings and then select Printers. Right click on the Microboards PF3 icon, then select Printing
Preferences. There are 6 tabs across the top of the window. Click each tab to see the available

settings.
.é_; Microboards PF3 Printing Preferences

Frint Cuality |En:n|n:|r I Diameter Settingsl Ik I .-’-‘-.Iignmentl About I

Print Quality Tab

The Print Quality tab controls the print resolution.

Print Modes . — Print Mode ~ Print Quality
e Text and Graphics
e Photo = =
. . Phat e Black render dpi : 600
Print Qua“ty | el J Color input dpi - EOO
e Max DPI (Photo Only) Colar output : PhotoREt
e Best
e Normal
e Fast Normal

Printing Recommendations
Text and Graphics mode is used for printing mainly text information and small graphics.

Photo Mode should be used when printing on the entire disc; a quality setting of Best is always
recommended for any Photo Mode printing.

hlhl
11 I

o 23

DISC DETAILS DISC DETALLS

DISC DETAILS

Text & Graphics - Best

Photo - Best

13



Print Quality Advanced Features

Advanced features

— Ink wolume

The Print Quality Advanced

Adjusts the amount of ink printed on a page. The
lighter the ink volume, the faster the printout will diy.

Features allow you to adjust the

2

Lows memory mode

Check this box if wour computer does not
have enough memon/disk space to print

the print job pou have requested,

| j
amount of ink placed on the disc Rl / | Meaw B Lawomaman megs
using the Ink Volume setting, _
and adjust the Dry Time of the [ Bvime
disc Provides extra diving time for slow-diying printouts,
' The printer will hold onto the printout until the diy time
has elapsed.
1
Less ....)......MDIB
Ok Cancel
— Color Options

Color Options

The Color Options setting allows you to specify that
the image is to be printed in grayscale. Once
Grayscale is selected, the 3 sub-options are enabled.

Color Attributes and Color Space

[ Frint In Grayscale
% High Eualty
€ Black Print Cartridge Hrly
" Optimize For Photocopy ar Fax

— Color Attributes
1
Saturation:  Muted A Yibrant
L
Brighthesz :  Darker J Lighter
1
Color Tone : Caoaler A Warmer

— Color Space

sRGE /T

k2

Saturation, Brightness and Color Tone allow you to fine tune your print image.
The Color Space options are SRGB/sYCC and AdobeRGB.

14
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CX-1 DISC PUBLISHER

Diameter Settings Tab

& Microboards PF3 Printing Preferences 1N

The Diameter Settings tab allows you to change  eigusiy| cob  Diameter Setings |1k | Afnment | 2tout
the size of the print image to accommodate the
variety of printable surface area available on
media without having to modify the print image
itself. Moving from non-hub printable media to
hub-printable media, for instance, would only
require that you lower the Inner Diameter setting.

Outer Diameter
Inrer Diameter
Height

Width

Cormer Height
Corner Width

The Enable Masking option must be checked to
use this feature.

— Parameter Unit
£ wlmm

¥ Enable Masking
Standard Area Settings

1180
260

360

LR R

==

& 4l imm Help

The Outer and Inner Diameters will change the
size of the area to be printed. To avoid

Pl

excessive ink buildup, these values should never —

Cancel ¥ iele 1)

Help

be set so that the CX-1 Disc Publisher is printing

off the media.
The Parameter Unit should remain on the 0.1mm setting for maximum precision.

The default diameter settings are a 118mm Outer Diameter and a 36mm Inner Diameter. If you are
using hub-printable media and the 17mm inner diameter SureThing template, the inner diameter must

be changed to the appropriate diameter before printing.
NOTE: Masking should always be enabled to avoid printing off the printable

surface.

Ink Tab

The Ink tab provides you with the approximate remaining Ink Levels as a percentage of the full
cartridge capacity. These are approximations only, and are based on the assumption that the

cartridges were full when installed in the printer.

The Color Ink percentage is based on the lowest remaining of the 3 colors. To
view the approximate levels of each individual color, click the Advanced Ink
Levels button. The individual color levels are only updated at the beginning or
end of a print job; if you are printing a large number of discs, the overall Color
Ink level on the main tab is a better indication of the true ink level remaining.

1 Ink Levels

Colar: F3%  remaining

Black: 21%  remaining

Advanced Ink Levels

Also on the Ink tab are the Ink Cartridge Replacement model numbers, and a Disc Count of the

number of discs printed.

Alignment Tab

The Alignment tab allows you to change the printer alignment.

Alignment
The Resolution setting will specify whether the alignment values [ "=*"
are measured in Imm or 0.1mm increments. The 0.1mm setting  1mm

is more precise and should always be used.
The Alignment values will move the print image on the disc.

Alignment

Tom: ID 3:
Left side: m

Increasing the Top alignment value will move the print image down on the disc, while decreasing it
will move the image up on the disc. Increasing the Left alignment value will move the print image to

the right on the disc, while decreasing it will move the image left.

Use the accompanying graphic on the Alignment tab as a guide for what needs to be done if the

image is not centered.
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About Tab

The About tab provides you with contact information for the worldwide Microboards offices.

The Microboards Printer B -
Toolbox MICROBOARDS®

Technology

To access the Microboards Toolbox, double-click the
toolbox icon located in the tool tray.

@ @ @ 3 : 03 PM B Pen Calibration |

Wipe and Spit
Select the Microboards PF3 and click the buttons to
access a particular maintenance function of the Toolbox
for the selected printer.

Select Prinker:

Automatic Margin Calibration

Clean

Tesk Print |

il

Super Clean
The Toolbox should be left running at all times in order to S —— sl |
provide you with low ink warnings. Warnings will still be
provided with the toolbox minimized.

Cleaning

The printheads may require cleaning if the printed images show streaks of color. This may occur if
the Disc Publisher has been idle for an extended period of time.

There are 3 levels of cleaning available: Wipe and Spit, Clean, and Super Clean.

Wipe and Spit is a low-level cleaning, using the least ink and taking the least amount of time to
complete. Clean uses more ink and takes more time. Super Clean uses the most ink and takes the
longest time to complete.

After each of the cleanings, a disc will be printed to verify the cleaning results.
Running this process more than once may be required if the quality does not improve after cleaning

one time.

The print pens may occasionally need calibration. =i =
You will need to have 2 blank discs loaded in the 3%;52?3“12?52?iEffj‘u”f£E'Qf§?s!“§§%§éﬁﬂ§'§éiii et et o et verhyth
input hopper for this process. e

Pl'eSS the Pen Callbratlon bUttOI’l A dISC W|” Black to Color Horizontal . = = = : : !

48 40 32 24 16 8 0 -8 -6 -24 32 -40 43

print with 4 sets of lines — Black to Color

Horizontal, Black to Color Vertical, Black bidi P L
Alignment, and Color bidi Alignment. Paosition EORRCR 2 i R R TR 2R 2 e
the 4 slide bars in the window shown to the right RN AR
based on the line that looks best in each of the 4 = ™4™ e & 6 5 0 = 2 = o =
printed sets.

Calor Bidi Alignment

Click OK when complete. The second disc will 9 40 3 2 16 8 0 & A6z 2 40 -
be printed using the entered pen alignment
values. | conee

This procedure should not be a regular necessity.
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Automatic Margin Calibration
If the alignment of the discs is severely out of position, use this button to have the printer find the
location of the media.

Place an unprinted disc in the input hopper. Use the same media normally used during printing to
ensure a better calibration.

Press the Automatic Margin Calibration button. The disc will load and the print carriage will first
find the top and bottom of the disc. Next, the disc will move backwards half the diameter of the media
and the left and right sides will be located. The side location will be performed 3 times before the disc
is ejected out the front.

NOTE: The Margin Calibration is not intended to eliminate the Alignment values on the
Printing Preferences Alignment tab. You may need to fine-tune the image position by
using the Alignment values after the margin calibration is complete.

Print Test Disc

Load an unprinted disc in the input hopper prior to clicking this button to print a Test Disc image.

Exercise Belt

This utility should be run if the printer has been idle for an extended period of time, and can be run
multiple times if necessary. The belts will run at high speed for a period of time to recondition the
belts. It is not necessary to load any media for this utility.

Using SureThing Disc Labeler

SureThing Disc Labeler is included with the CX-1 Disc Publisher and will be installed during the CX-1
Installation. For more information on using SureThing, please refer to the SureThing Help menu.

Creating New Labels
Any label you create in SureThing must use the Microboards template to print correctly.

1. To create a new label, either click New Project in the Action window on the left, or select New
from the File menu.

X New Project ]
2. Click the Select Label button on the
. 1) Cheose a media type 2) Choose a manutacturer 3] Choose alabel type 4) Template Preview
lower left corner of the dialog that opens @ @rwes 5 0 (17 B
R . . EDIDVD Eases TZUmm ED [EEmm \r\r\el Ho\e]
to view the available label templates if = |[22&fe / \
. ECD/DVD Frinters
the dialog that opens does not appear as  [inteno
shown below. O
3. Highlight CD/DVD Printers in the Media \j
Type column.
4. Highlight Microboards in the
Manufacturer column. Sl Pt B | Caned

5. Select from the options listed in the Label Type column.

We recommend that you use the 17mm inner hole template to ensure that your image will
fully cover the printable surface on both hub printable and non-hub printable media,
adjusting the Diameter Settings when changing between media types (see page 15).

6. Click OK to begin designing the label.

Frint Uging:

Printing Labels

Select Print from the File menu while the label you want to print is open. Be sure that -
you have selected the Microboards PF3 and that CD/DVD Printer is selected in the
Print Using field before clicking the Print button.

If you are printing more than one copy of a label, enter in the number you wish to print before cI|ck|ng
the Print button.
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The CX-1 Disc Publisher and Zulu2

All printing and burning is done using Zulu2. If you are only printing and not burning, you can
print directly from SureThing. The Print Only feature under the Robotics menu will launch

SureThing. x|

The first time the user launches Zulu2, the software will
ask you to configure the CX-1 Disc Publisher system.
This only needs to be done the first time the software is
used.

CommPot [comM3 =] 1]

When launching Zulu2 for the first time, the following

screen appears: Diige [E:Dptiarc DVD Frw 8051708 =] T |
. . . . Piint Microboards PF3 -1
When the CX-1 Disc Publisher is installed, Windows finer [ Microboards e

creates a new COM port. This new port is used by the
CX-1 Disc Publisher.

[ Don't show this window again

Generally, the highest port listed will be the
correct port, and will often be the only port above

pubxpi

COM2. However, if more than one port with a é%ﬁﬁ?ﬁgfémwmer ) MyDocuments
number higher than 2 appears in the drop-down | . ) My Recent Documents >
list, you should verify which is the correct port 2l Outlook Express

_ﬁ} My Pictures

JJ Zuluz __} My Music
g } Paint m Open
The correct port can be verified through the Y

ﬁ Explore
. # Contral Par
Device Manager. é\/‘L i Sharkcut to Freevwatch,exe Search..

Set Prograr NG

Defaulks Map Network Dri
; — ap Network Drive...
E Microsaft Ward ) Prinkers an - pisconnact Metwork Drive. .. I

before proceeding.

To view the Device Manager, right click on My

. . v Show on Deskkop
Computer from the Windows Desktop or the Start W e ©@)repend T e I
button menu and select Manage: ® ST - searth Propertiss

BRun...

&l Pragrams  #

Log Off @ Turn Off Computer

Iﬂb‘ Start (1) FreeWatch | =4, Prinkers and Faxes
o0
Q File  Action Wew iindow Help | =] |

e |aE 2

Computer Management (Local) = g PLB:=P
- System Tools Zomputer
@ Ewvent Yiewer Disk. drives
The Computer Management screen 5 Shared Folders Display adapkers
H Local Users and Groups DYDYCD-ROM drives
Wi ” appeal’. Perfarmance Logs and Alerts é Floppy disk controllers
anager $ Floppy disk drives
Storag [-{2g Human Interface Devices
Remowvable Storage (=2 IDE ATAIATAPL contrallers
Disk, Defragmenter -G IEEE 1394 Bus host controllers
Disk. Management [+-z» Keyboards
@z Services and Applications Mice and other pointing devices
Monitors
EraTe, aoay
Ports (COM & LPT)
-8, Sound, video and game controllers
[ & System devices
Ope nu p the Ports (CO M & L PT) g Universal Serial Bus contrallers
selection.
2l 1]
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CX-1 DISC PUBLISHER

You will see an entry labeled 1=1E
“USB Serial Port (COMX)" entry = g action yew window el | =lo x|
for each CX-1 Disc Publisheryou |« = |@&@m &2
have installed. The COMx will = %mnuter Management (Local) _J =
=il System Tools -1 Computer
be the COM port number to be @ Event Yievwer “age Disk drives
e nte red |nt0 the Conﬂg ure - E Shared Folders ; Display adapters
[+-#%4 Local Users and Groups [k DYDJCD-ROM drives
screen. Performance Logs and Alerts =) Floppy disk controllers
- Device Manager 5 Floppy disk drives
Select the COM Port as found |58 storage 1= IDE ATAIATAPI cortrollers
- Removable Storage &9 [EEE 1394 Bus host controllers
on the Computer Management g Disk Defragmenter Jzp Keyboards
Disk Management -7} Mice and other pointing devices
screen. -8 Services and Applications % Monitors
. . E& Metwork adapters
Next, select the Drive. This Ports (COM & LPT)
H H Communications Pork {COML)
drlve WI” be used as the Communications Port {COM2)
recorder. e
LR
H H o e
Flna”y’ SeIeCt the Prl nter. B, sound, video and game controllers |
g System devices
1 I ILI [+ 86 Liniversal Serial Bus controllers j
| | |
To confirm you have made the correct selections, you Confioue ey : =

can click on the T box next to each item, as follows:

e When the T is pressed for the COM Port, the
elevator will move up and down.

e When the T is pressed for the recorder, the
tray will open and then close.

e When the T is pressed for the Printer, the
belts will move in reverse.

Checking the Don’t show this window again box will
bypass the configuration step when launching Zulu2
again. You will be able to reset this option should it be
necessary to configure the system again. Go to
Utilities under the Zulu2 Robotics menu to re-enable
the configuration. It is recommended that you leave
this checkbox unchecked.

Cancel |

CommPot [COM3 =] T |

Drive [E:Optiarc VD Rw AD-51704  ¥| T |
Printer IMichhDards PF3 "l T |

[ Don't show this window again

Click the OK button.

The system will now initialize the CX-1 Disc Publisher. The belts will be cleared of any discs and any

discs in the recorders will be removed and rejected.
Once initialization is complete, the system is ready for use.

Please see the Zulu2 for Microboards Disc Publishers manual for more information on using Zulu2.

i
Action Drive Robotic ¥iew Tools Advanced ‘Window Help

EEIPEE T EERER Prassi
Drive | Mame | Supported media | Disc Content § Skatus

L27(D:) _MNEC DVD_RW ND-35504  CO-ROM{R/RW DVD-ROM{+-R{+-R DL{+-RW Mot ready

. (E:)  Disk Publisher +-Rf+-R DL+

Recording Actions

[ W

& ) B ©
- . .\
% J _) -
Disc Copy Skream Audio Data Maskering
Compilation
Erase Disc

CUEY,
- 8)

P2\, sys IE zRobo

R

19



Zulu2 and Print Only Mode

While the CX-1 Disc Publisher was designed to be operated in Burn and Print mode, you can also
use the CX-1 as a disc printer. SureThing Disc Labeler software is included with the CX-1 Disc
Publisher, but you can print using many applications. The image being printed should always be
120mm by 120mm.

Selecting the Print Only option in the Robotics menu will launch SureThing. You will be able to print
directly from SureThing.

While Zulu2 is actively running a Zulu2 action, the robotics will be controlled solely through Zulu2; any
other application will not cause the printer to load a disc to be printed.

If Zulu2 is not closed correctly for whatever reason, the robotics may not be released and discs may
not be loaded onto the belt from the input hopper. If this should occur, simply go into the Robotics
menu and select Utilities.

Click the Print Only Mode button to force Zulu2 to release the robotics. Please note that if you start
another Zulu2 action, the robotics will be controlled through Zulu2 again.

Click OK to close the Utilities.

Zulu2 Robotics Utilities

Aside from the Print Only Mode button described [N |

above, there are 3 other utilities available.

¥ Enable Configure Dialog

Enable Configure Dialog
Checking this option will enable the Zulu2

configuration dialog. [~ Print Lltiities
Exercise Belts Pricit Oy Mode |
This function will operate in the same manner as
the Exercise Belts button in the Toolbox. See page Exercize Belts |
17.

. Unload the dive |
Unload the Drive

This function will unload the CX-1 drive and reject
any disc unloaded.

20
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Software Re-Installation

The information in this section will only apply to a manual re-installation of the individual software
packages. If you have not yet installed the CX-1 Disc Publisher using the Installer, it is recommended
that you do so. |Installing the CX-1 Disc Publisher in an incorrect order could result in an
unsuccessful installation.

Toolbox Re-Installation

The Microboards Toolbox will be installed automatically during the initial installation of the CX-1 Disc
Publisher from the Installation CD. The Toolbox installation is hidden at that time, but the successful
installation of the Toolbox can be verified by the presence of the Toolbox icon on your Windows
desktop.

There are 2 methods of reinstalling the Toolbox should the need arise:

A.

(Recommended) Load the Installation CD and select the Repair option when the installer
starts.

{* Repair

Reingtall the Microboards C4-1 Printer Toolbow, Prassi Zulu2,
and SureThing Dizc Labeler.

Click the Microboards CX-1 Printer Toolbox button to reinstall the Toolbox or the Install
Both Applications button to reinstall both SureThing Disc Labeler and the Toolbox.

Open the Applications directory on the Installation CD and copy the file Toolbox.exe to the
C:\Program Files\Microboards\CX-1 Installation\Toolbox directory on your PC (if your PC
does not boot off the C: drive, use the correct drive letter instead). The application is stand-
alone and can be placed anywhere on the PC, but it will not automatically launch when
Windows is started unless it is in this directory.

Zulu2 Software Re-Installation

There are 3 methods of reinstalling Zulu2 should the need arise:

A.

(Recommended) Insert the Microboards CX-1 Disc Publisher Installation CD into the
CD/DVD ROM drive on your computer and select the Repair option when the installer starts.
Click the Prassi Zulu2 button to reinstall Zulu2. Clicking the Install All Applications button
will reinstall Zulu2, SureThing, and the Toolbox.

Follow these steps once the Zulu2 installer launches:

Note in the upper right-hand corner that during an update of Zulu2, the version currently
installed is listed under the version of Zulu2 to be installed.

Select the language to install; the default is English.

Click Next.

The files will now be copied from the CD to the operating system.
Once finished, this screen will appear:

When reinstalling over an existing installation of Zulu2, the Reboot Computer option may not
appear. If the Reboot Computer option is available, you should reboot after the
installation.

Alternately, Open the Applications directory on the Installation CD and run Prassi Zulu2 for
Microboards Setup (EFIGS). exe to reinstall Zulu2 manually.

The Prassi Zulu2 installer was also added to your hard drive in the event that you need to
reinstall but do not have access to the Installation CD. Run Prassi Zulu2 for Microboards
Setup (EFIGS).exe in the C:\Program Files\Microboards\GX2 Installer\ Applications
directory on your hard drive.
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SureThing Labeler Software Re-Installation

There are 3 methods of reinstalling SureThing should the need arise:

A.

(Recommended) Insert the Microboards CX-1 Disc Publisher Installation CD into the
CD/DVD ROM drive on your computer and select the Repair option when the installer starts.
Click the SureThing Disc Labeler button to reinstall SureThing. Clicking the Install Both
Applications button will reinstall both SureThing and the Toolbox.

Follow these steps once the SureThing installer launches:

1B S ebup - e hang GO Labeler Microlloands [ dion

W Welcome to the SureThing CD
Labeler MicroBoards Edition Setup
Wizard 1

T contirsn, ol Mest I pou weok e o et ffpent ok, chch. Browese.

e |

)[o) N e ﬁ
= e | JICT ) e |
Click Next to continue. 4. Click Next to add a shortcut in the
URE == Start Menu.

Tgmlc." L

JIT e H|
Once the User License screen JETT e |
appears, select | Accept and click 5. Choose to add an icon to your
the Next button. desktop and/or a folder in the Start
7 2 TSURESS Menu. Once selected, click Next.

6. Click Install to begin copying the

- Seny
bt
T contirsn, ol Mest I pou weok e o et ffpent ok, chch. Browese.

e i s o |

L
s [ | e _, / ~.\ 7 Liusch SusaThing OO Labeler Micscbisads E dtion
If you wish to change the default NN
Install directory, it can be done here. ﬁ' R
Click Next when completed.

7. Remove the check to launch
SureThing at this time, then click
Finish.

Alternately, you can open the Applications directory on the Installation CD and run
SureThing.exe to install SureThing manually. Follow the on-screen instructions as shown in
steps 1-7 above.

The SureThing installer was also added to your hard drive in the event that you need to
reinstall but do not have access to the Installation CD. Run SureThing.exe in the
C:\Program Files\Microboards\CX-1 Installer\Applications directory on your hard drive.
Follow the on-screen instructions as shown in steps 1-7 above.
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Troubleshooting

Printer not printing

1.

Confirm the CX-1 Disc Publisher is plugged into a power source and is turned on. The
ON/OFF switch is located at the back of the unit, above the power cable connector.

Confirm that the Power LED on the front control panel is on. If not, press the Power button
on the panel.

Confirm the CX-1 Disc Publisher is connected to the computer with a USB cable. This can
be checked by clicking on Start, going to Settings and selecting Printers. Confirm the printer
(Microboards PF3) is listed and is active. If the icon is not active, make sure the printer is not
in Pause mode, or the printer is set in Use Printer Offline. Also check to make sure the
correct printer port is selected.

Disk Load error

1.

If a disc is not loaded correctly, an error message will be displayed on your PC. Check to see
if there are any discs on the belt. Remove any discs that are left on the belt.

Lift the cover and check for any discs on the front deck of the CX-1 Disc Publisher. Remove
any discs found on the belts. Close the cover.

Next, reload the input bin and click the OK button on the error message to continue. The
system will load the next disc and continue printing the remaining discs for that job.

Out of Media indicator on Front Printer Panel

This will occur if a disc fails to load when in Print Only mode.

1.
2.

The input hopper is empty. Load more discs and press the Out of Media indicator.

Zulu2 has control of the robotics. To release robotics control:
a. Open Zulu2 if it is not already open, and go to the Robotics menu.
b. Select Utilities, then click the Print Only Mode button.
c. Press the Out of Ink indicator on the front printer panel.

Gaps or Overlap in Ink Coverage

There are 2 possible causes:

1.

2.

If there are gaps or overlaps when printing, you may be printing Text & Graphics mode.
Change Mode to Photo. See page 13 for details.

The print pens may need to be recalibrated. Please refer to page 16 for details.

Printing off the Printable Surface

If the print image is printing off the printable surface of the media, there are 2 possible causes:

1.
2.

The printer is not aligned correctly. See page 15 for details.
Masking has been disabled, or the diameters are incorrect. See page 15 for details.

“No Printers Connected” Message

The Microboards Printer Toolbox did not detect a connected printer. Verify that the CX-1 Disc
Publisher is connected and powered on. You may need to reboot your PC.
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Low Ink Warning

You will be provided with a warning when either of the ink cartridges is running low. Check the Ink
tab in the Printer Preferences to determine which cartridge is running low. When the estimated ink
level reaches 0%, a message warning you that the ink cartridge is empty will appear.

It is strongly recommended that you replace the cartridge when the warning indicates the ink
level is at 0%. Continuing to run the CX-1 Disc Publisher with an empty cartridge may damage
the printer.

If you notice poor ink quality or a missing color in your prints at any time, replace the ink cartridge.
See pages 8-9 for details.

Out

©
=

12
7]
7]
g

of Ink Message

If you do not change the cartridge when the Low Ink warnings first appear, you will run the risk of
draining the cartridge completely, affecting print quality and potentially damaging the printer. The Out
of Ink message will appear when the ink levels of specified the cartridge can no longer be safely
used. It is strongly recommended that you do not wait for the ink to be completely drained.
You should change the cartridges when or shortly after the Low Ink warning appears.

When the Out of Ink message appears, the current print job will be cancelled. At that point, please
follow the steps below, in order:

1. Open the front door of the CX-1 Disc Publisher.
When the carriage moves to center, remove the ink cartridge specified in the message.
Replace the cartridge and close the front door.

Press the Cancel button on the front printer control panel.

Wait for the printer to prime the cartridge. The priming cycle will
take approximately 70-80 seconds to complete. Do not perform the
next step until the priming cycle completes.

6. After the disc ejects, click the OK button on x|
the Out of Ink message.

7. If this occurs during a Zulu2 action and the Rl et sl s O
cartridge is not replaced immediately, you will linauneisd eqd iakce ik CANE
see the message shown to the right.

Click the OK button on the message to
continue with the Zulu2 action.

ok~ D

Canicel

If you do not wait for the cartridge priming cycle to complete and you have additional print jobs waiting
in the print queue, you may have to clear the print queue before the printer will respond. During the
CX-1 installation, a shortcut to a utility to clear the print queue was added to your PC. Please note
that this utility will clear all print jobs currently in the print queue for any printer.

To run the utility, click the Start button and select either Programs or All Programs, depending on the
Operating System and the Start Button behavior. Click the Microboards entry, then CX-1 Disc
Publisher. Click the Print Queue Utility shortcut in the Toolbox directory. After the utility opens,
click the Clear Print Queue button to remove all pending print jobs on your PC. The queue will clear
in approximately 10 seconds; when it is complete, you can begin printing again.

ld & Microboards Technology Techrical Support
G Toobox [ EESREE
A& Print Queue Utiiity
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Printing Specifications

Print Speed:

CX-1 DISC PUBLISHER

Depends upon percentage of coverage and print mode selected

Photo:

® Approx. 115 seconds for 100% full-color coverage, Photo Best Mode

® Approx. 80 seconds for 100% full-color coverage, Photo Normal Mode

Text & Graphics:
[
[ ]
[ ]
[ ]

Print Technology:

HP Inkjet

Print Quality, Black: up to 1200 dpi
Print Quality, Color: up to 4800 x 1200
optimized dpi

Warranty:
One Year Limited Warranty

Ink Cartridge Types:
Microboards V102C (Color) and V101B
(Black)

Label Editing Software:
SureThing™ CD/DVD Labeler
Microboards Edition for Windows included

Approx. 65 seconds for 100% full-color coverage, Text & Graphics Best Mode
Approx. 25 seconds for 100% full-color coverage, Text & Graphics Normal Mode
Approx. 30 seconds for 20% coverage Text & Graphics Best Mode

Approx. 20 seconds for 20% coverage Text & Graphics Normal Mode

Media Types:
Printable-surface 120mm CD-R or DVD-R

Maximum Print Width:
4.72” (120mm)

Connectivity:
USB 2.0 required

Power Supply:
Auto Detect AC Power:

90VAC — 240VAC, 47Hz — 63Hz

Memory:
8 MB

FC

Tested to comply with FCC Standard FOR HOME AND OFFICE USE.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the

FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This
equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instructions,

may cause harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a

particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

Reorient or relocate the receiving antenna

C€

Increase the separation between the equipment and antenna
Connect the equipment into an outlet on a circuit different than that to which the receiver is connected
Consult the dealer or an experienced radio/TV technician for help

This product is in conformity with the EMC Directive (89/336/EEC) through compliance with the following European standards: EN 55022,
EN 55024. The CE mark has been affixed in accordance with the CE Marking Directive 93/68/EEC.




Technical Support

For technical questions or support issues, contact Microboards Technology technical support:

United States Europe Japan
PH: 952-556-1639 PH: +44 (0) 845 230 7800 PH: 03-3561-2266
FAX: 952-556-1628 www.microboards.co.uk www.microboards.co.jp

support@microboards.com
www.microboards.com

Please have the Model and Serial Number of your PF-3 Print Factory available when contacting
Technical Support.

Date of Purchase:

Place Purchased:

Serial Number:

Replacement Ink Cartridges: V102C (color) and V101B (black)

Notes
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